
WEATHERDEK MEMBRANE
FULLY ADHERED

90° INSIDE WALL FLASHING
(OPTIONAL)

CLADDING MINIMUM 2"
ABOVE DECK SURFACE

BUILDING WRAP OVERLAPS 
MEMBRANE MINIMUM 2"

MIN SLOPE 1/4" : 12" MIN SLOPE 1/4" : 12"

WELDED CORNER PATCH ON 
EACH CORNER or FULL 
WRAP COLLAR LAPPED UP 
THE POST AND ONTO THE 
DECK SURFACE.  HEAT 
WELDED TO EXISTNG   
DECK MEMBRANE

REFER TO WEATHERDEK 'STEP by STEP POST 
WRAP' FOR PROPER DETAILING SEQUENCE

COMPLETED MEMBRANE & 
PATCHS or FULL COLLAR 
EXTENDS A MINIMUM OF 6" 
UP THE POST

WOOD
POST
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POST PENETRATION / POST WRAP

WEATHERDEK POST WRAP DETAIL 
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15
WEATHERDEK POST WRAP DETAIL
TYPICAL STRUCTURAL POST

NOTE:  AS A SUPPLIER OF MATERIALS ONLY ADS WEATHERDEK DOES NOT ASSUME RESPONSIBILITY FOR ERRORS
IN DESIGN OR SITE CONDITIONS.  SUITABILITY OF ALL DETAILS SHOULD BE CONFIRMED BY THE ARCHITECT, 
CONTRACTOR OR OWNERS REPRESENTATIVE.


